Snowflake Earrings

An original design by Laura McCabe, ©2013
Instructions by Laura McCabe, Illustrations by Melissa Grakowsky-Shippee
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Supply List
Materials:
• 11º Japanese cylinder beads
- color A, 1 gram
- color B, 1 gram
• 15º Japanese seed beads, 1 gram
• 4mm facetted round bead (such as Swarovski article #5000), 2 beads
• 4mm facetted crystal rondelles (Swarovski article #5040), 12 beads
• 3mm crystal bicones, 12 beads
• french wire ear hooks
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Notions:
• Size 13 English beading needles
• Fireline, 6lb
Tools:
• Scissors
• Microcrystalline wax
• chain nose pliers
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1. Begin by single threading 5 feet of fireline onto a size 13 English beading
needle. Wax well. Thread up twelve cylinder bead A and pass through the
first two beads a second time, creating a circle. Leave approximately 10
inches of tail thread. (figure 1)
2. Thread up one cylinder bead A, one 15º, and one cylinder bead A. Pass
through the bead you were coming out of in the initial circle of cylinder
beads and the bead after that, completing one right-angle stitch. (figure 2)

figure 1

3. Thread up one cylinder bead A, one 15º and go down through the cylinder
bead A from the previous stitch. Pass through the cylinder bead you were
coming out of at the end of step 2 and then through the cylinder bead after
that. Continue stitching right angle weave in this manner, adding two beads
with every stitch. (figure 3)
figure 2

4. When you reach the final bead in the initial circle, coming out of that
bead, pass through the cylinder bead from the very first stitch, add one 15º,
and go down through the cylinder bead from the previous stitch and through
the cylinder bead in the initial ring of beads. You have now completed the
final right-angle stitch in the circle. Double check to make sure there are
twelve 15ºs along the outer edge of the structure. (figure 4)
5. In right-angle-weave fashion, you are now going to stitch a second row of
cylinder beads atop the ones added in steps 2 through 4, but utilizing the
15ºs along the outer edge for each stitch rather than adding new 15ºs.

figure 3
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Coming out of the cylinder bead in the initial circle, thread up one cylinder
bead A, go through the 15º that is already there, add one more cylinder
bead A and go through two cylinder beads in the initial circle. (figure 5)
6. Continue stitching in this manner, however for the next 10 stitches, you
will only be adding one cylinder bead A and then passing through the 15º
and cylinder bead already in place from the previous stitch. (figure 6) For
the last stitch in this round there will be NO bead added in the stitch, you
will merely be passing through the beads to pull the beads into place. At the
end of the round, you should be coming out of one of the cylinder beads in
the initial circle.

'

figure 4

7. String up one 4mm facetted round bead and pass through the cylinder
bead in the original circle that is directly across from the bead you were
coming out of at the start of this step. (figure 7)
8. Pass through the 4mm facetted round bead again and into the cylinder
bead in the initial circle. (figure 8)
figure 5
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figure 7
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figure 8
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9. Pass through one of the “spoke” cylinder beads so your thread is coming out of
the bead and is pointed toward the outside edge of the structure. String up two
cylinder bead B and go down the next “spoke” bead. Change direction and come
up through the spoke bead after that. Add two cylinder bead B and down through
the next spoke bead. Continue in this manner until you have six sets of two
cylinder B along the outside edge of the structure. (figure 9)
10. Step up so you are coming out the first of the two cylinders in the first set of
two from the previous round. Add two cylinder B then go down through the second
cylinder in the first set and down through the spoke bead below that. Change
thread direction and come up through the next spoke bead and up through the
cylinder above that before adding a second set of two cylinder B. Continue in this
manner until you have added two cylinder B atop each set of two from the previous
round. Be sure to step up at the end of this round. (figure 10)
11. String up one cylinder bead B, one 3mm bicone and three 15ºs. Go back
through the bicone to create a picot. Then add one cylinder bead B and go down
through the second bead in the ladder (from the previous round). (figures 11 and
11a)

figure 9

figure 10

12. String up one 4mm crystal rondelle. Pass up through the first bead on the next
ladder of herringbone. (figure 12)
13. Continue stitching in the manner described above in steps 11 and 12 until
there are a total of 6 points on the snowflake structure. (figure 13)
14. Pass the thread through the beads until it is coming out one of the middle
beads in a point picot. String up six 15º and pass through the bead again to create
a loop. (figures 14 and 14a) For durability’s sake, retrace the outer thread path
to reinforce the beads and strengthen the parts where crystal beads are used.
Weave off the working thread, half hitching once or twice before cutting.
15. Thread up the tail thread and then flip the structure over. You will want your
thread to be coming out of on of the “spoke” cylinder beads pointed away from the
center. (figure 15)
16. Coming out of the spoke bead (as described in step 15), string up three 15ºs
and go down into the next spoke bead. Make note of your position. You will want
this picot of 15ºs to be in line with one of the points on the snowflake. String up
one 15º and go up through the spoke bead after that. Continue in this fashion until
there are six picots along the outside of the spoke beads and six single 15ºs
around the center. (figure 16)

figure 11

figure 11a

figure 12

Weave off the thread, half hitching once or twice before cutting the tail.

figure 13

figure 14

figure 14a
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figure 15

figure 16

17. Using a pair of chain nose pliers, attach a French ear wire to the loop at the top of the snowflake.
18. Repeat steps 1 through 17 to make a second earring.
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What I used:
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• 11º Japanese cylinder beads
- color A, delica bead #41
- color B, delica bead #109
• 15º Japanese seed beads, miyuki bead #551
• 4mm facetted round bead, facetted opaline glass
bead
• 4mm facetted crystal rondelles, crystal AB
• 3mm crystal bicones, crystal AB2X
• french wire ear hooks, sterling silver
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“Snowflake Earrings” pattern is intended as a gift from the artist to her fellow bead people.
Share the pattern and enjoy the project, but please, in keeping with the original intent, do not teach,
sell or otherwise use this project for financial gain. Few things in life are free – as for the things that
are – let’s keep them that way.
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